
 

 

 

 BIO 190 

 

Engine 

 

Electric 10 HP/7.5 kW 380 V

Petrol 13 HP / 9.6kW  

Ø to be cut 10 cm 

Production 7-8 m
3
/h 

Rotor 24 with reversible hammers

Chipper Front side with 3 blades 

Wheels 2, 3
rd

 with drawbar 

Weight 300 Kg 

Dimension 105(B) x 200(L) x 200(H) 

Additional 
Refining & Interchangeable screen

Model  :  BIO 190 

8A , Camac Court, 25 B, Camac Street, Kolkata 

Ph : +33-22874206 ; Fax : +33-22867304, email: 
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SPECIFICATIONS 

BIO 200 BIO 230 

Electric 10 HP/7.5 kW 380 V Electric 15 HP / 11 kW 380 V Electric 15 HP / 11 kW 380 V

Petrol 13 HP / 9.6kW Petrol 13-20 HP / 9.6kW

8/9 cm 12-13 cm 

4-7 m
3
/h 9-10 m

3
/h 

24 with reversible hammers 36 with reversible hammers 24 with reversible hammers

 Side with 1 blade Front side with 3 blades

4 with drawbar 2, 3
rd

 with drawbar 

350 kg 550 kg 

 90(B) x 120(L) x 140(H) 99(B) x 250(L) x 200(H)

Refining & Interchangeable screen 
Independent Hydraulic 

plant 

        Also Available 

                                                                                    

                    

 

Model  :  BIO 230Model  :  BIO 200 

8A , Camac Court, 25 B, Camac Street, Kolkata – 700016 

22867304, email: info@agrocom.in , Web : www.agrocom.in  

 Plantations  ■■■■ Vermi Composting Units ■■■■    

CIPPO 10 

Electric 15 HP / 11 kW 380 V Electric 12.5 HP / 9 kW 380 V 

20 HP / 9.6kW Petrol 20 HP / 14.7 kW 

15 cm 

10 m
3
/h 

24 with reversible hammers - 

Front side with 3 blades 2 blades 

 

510 kg 

99(B) x 250(L) x 200(H) 92(B) x 250(L) x 250(H) 

Independent Hydraulic Independent Hydraulic feed 

roller 

Also Available     ■■■■     Tractor Mounted   

                                                                                            ■■■■   Higher Capacity  

                                    ■■■■        Special Purpose Machines 

Model  :  BIO 230 Model  :  CIPPO 10 

    Municipality 


